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Abstract

A novel methodology to design on-chip conduction channels is presented for expansion of low-
dispersion separation channels. Designs are examined using two-dimensional numerical solutions of the
Laplace equation with a Monte Carlo technique to model diffusion. The design technique relies on
trigonometric relations that apply for ideal electrokinetic flows. Flows are rotated and stretched along
the abrupt interface between adjacent regions having differing specific permeability. Multiple interfaces
can be placed in series along a channel. The resulting channels can be expanded to extreme widths
while minimizing dispersion of injected analyte bands. These channels can provide a long path length
for line-of-sight optical absorption measurements. Expanded sections can be reduced to enable point
detection at the exit section of the channel. Designed to be shallow, these channels have extreme aspect
ratios in the wide section, greatly increasing the surface-to-volume ratio to increase heat removal and
decrease unwanted pressure-driven flow. The use of multiple interfaces is demonstrated by considering
several three-interface designs. Faceted flow splitters can be constructed to divide channels into any
number of exit channels while minimizing dispersion. The resulting manifolds can be used to construct

medians for structural support in wide, shallow channels.
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1. Introduction

Flow-field dimensions are an important consideration in capillary electrophoresis. Tube diameter and
shape impact Joule heating, siphoning, and detection. Use of capillaries with comparatively small
diameters increases heat removal to the capillary walls by increasing surface-to-volume ratio [1-8].
Capillaries can also be designed with “bubble cells” to increase the absorption pathlength for detection
after expanding the flow from the injection and separation regions of the capillary [9-11]. The use of
square capillaries has been found to reduce the impact of Joule heating [12-17], and they can be
designed for an optimum aspect ratio based on diffusion [18]. Square capillaries can be implemented to
improve detection limits for optical absorption measurements [16]. Microfluidic, chip-based systems
have received considerable attention in an effort to miniaturize instruments based on capillary
electrophoresis. Here, the chip substrate increases the capacity to sink heat when compared to
capillaries [19], such that comparatively large voltages can be applied while maintaining Joule heating
effects at an acceptable level [20-23]. Nevertheless, Joule heating can still negatively influence
separation results for a given channel width, particularly as channel depth is increased [24, 25].
Moreover, common microchannel structures—such as T-shaped or multi-branched circuits—can also
exhibit temperature gradients caused by Joule heating [26]. As the size of capillaries and channels is
decreased, the volumetric flowrate of pressure-induced flows from siphoning will decrease with
hydraulic radius to the fourth power, while that for electrokinetic flow will decrease with radius
squared. Thus, the ratio of the electrokinetic to the pressure-driven flowrate is inversely proportional to
the radius squared [27]. Consequently, unwanted band broadening caused by siphoning [5, 28-30] will

decrease for small channels. Moreover, the resistance to pressure driven flow increases as channel



dimensions are decreased (and the surface-to-volume ratio is increased) owing to electro-viscous
coupling in the electric double layer [31-35].

Wide, shallow channels offer many practical advantages for microfluidic systems. The delivery of
light to chip-based systems using waveguides and optical fibers has been the subject of numerous
investigations [25, 36-50]. As light delivery and collection from chip-based detectors become routine,
channel designs that optimize the delivery of samples for optical detection will be an important feature.
To this end, wide channels are advantageous for on-chip absorption detection because they maximize
the optical path length. In particular, shallow channels enable the use of evanescent excitation with a
larger fraction of analyte being delivered in proximity of the incident light. While important for optical
detection, channels that are both wide and shallow offer further advantages to chip-based instruments.
Shallow channels minimize the time for molecules to diffuse to channel walls—advantageous for assays
and open-channel electrochromatography.

Clearly, channel dimensions and shape can be an important consideration for -capillary
electrophoresis. In this paper, we introduce a novel method that offers several potential advantages over
capillary systems and conventional, microchip-based systems. The technique expands channels while
retaining a flat velocity profile afforded by electrokinetic flow. The channels can be expanded from
inlets with more modest aspect ratios, enabling their use with conventional microfluidic sample-

injection methods [5, 20, 28, 51-55].

1.1 Dispersion in Electrokinetic Flows

Electrokinetic pumping is an attractive method for sample handling, and this technique has led to a
large number of studies that examine the consequences of the design of channels on analyte dispersion
in electrokinetic flows. Low-dispersion turns were developed during these past studies, in part, to place
a long separation column into a high-density fluidic circuit. Most of these low-dispersion designs are
predicated on reducing the “racetrack effect” that results from the shorter path length on the inside wall

of a turn compared to that for the outside wall, complicated further by the corresponding distribution of



the electric-field strength [56]. Because comparatively narrow channels minimize this effect, a number
of designs incorporate turning sections that are narrower than the straight sections of conduction
channel [36, 37, 57-68]. Alternatively, designs can minimize the dispersion by altering the channel
geometry immediately after the turning section [69]. The racetrack effect is also reduced greatly by
using turns for which the radius of curvature is large compared to the channel width [70-73].
Complementary pairs of turns can reduce the dispersion introduced using a single turn [73]. Wavy walls
on the inner side of turns reduce the flow velocity there with respect to that for the outer wall [74]. The
velocity on a channel sidewall of a polymer microchannel can be increased by pre-treating the wall with
a pulsed, UV laser, thereby decreasing dispersion in turns[75, 76]. In addition to turns, expansion of
capillary flows to wide bubble cells has been demonstrated to increase dispersion [9]. The novel designs

proposed in our paper both turn and expand flows while minimizing dispersion.

1.2 Faceted Design Method
In a prior study, we introduced a new “faceted” design methodology that implements results from the
theory of ideal electrokinetic flows [77]. Rather than address the racetrack effect directly, the technique
uses abrupt changes in channel cross-sectional area along lines of distinct angle to affect a flow system
having a piecewise uniform velocity. Two lines (“interfaces”) of abrupt transition in cross sectional area
are designed to enclose faceted “prisms”—terminology that is explained below—which are
characterized by uniform velocity, and exhibit straight and parallel streaklines. Faceted prisms can be
placed in series to generate turns of nearly any angle and width. The resulting technique allows the use
of simple trigonometric relations to calculate the design parameters, enabling the algebraic optimization
and dispersion minimization of electrokinetic-channel designs.
Faceted prisms inherently employ designs that are optimized for two-interface systems. While
prisms can be placed in series to construct wide channels, an alternative approach is to design expanded
channels by coordinating a sequence of multiple interfaces. The simultaneous mathematical treatment of

numerous interfaces affords greater flexibility in choosing design constraints. The penalty is that simple



trigonometric expressions cannot always be obtained, with the design process requiring iterative
solutions of simultaneous trigonometric equations. Nevertheless, these solutions are obtained readily
using inexpensive commercial software on a personal computer. Moreover, the use of multiple
interfaces can produce turns and expansions of extreme size. For example, systems of seven interfaces
placed in series can be selected to produce spiraled turns of over 400 degrees with expansion factors of
over 1000. To illustrate the design of channels for electrokinetic flows using multiple interfaces, we
present results for three-interface systems.

The design of flow splitters and manifolds is also considered in this paper using faceted interface
designs. Such flow splitters enable on-chip implementation of multiple-dimension separations using a
single analyte injection. Faceted interfaces can be used to design simple flow splitters for applications
such as electrokinetically driven T-sensors [78], H-filters [79, 80], T-junctions [81], dilution junctions
[82], or for manifolds to split flow into large numbers of channels [83]. When implemented with
expanding channels, splitters can be used to increase the degree of channel expansion. When
implemented with parallel flow displacers, manifolds can be used to place large numbers of parallel
channels within a multi-interface expander. The resulting parallel structure can be used to minimize the

degree of transverse diffusion [18] and provide structural support for bonded channel covers [84].

1.3 Overview

Following an introduction to the faceted design equations, results for three-interface expanders are
presented. Direct numerical simulation of electrokinetic flows requires solution of the Navier-Stokes,
species transport, and electric field equations that are coupled through the charge density, which is
generally unknown. Moreover, the relevant length scales typically span ~7 orders of magnitude.
Fortunately, “similitude” exists for most cases of interest, such that the velocity field can be computed
directly from the Laplace equation without the need to solve the continuity and momentum equations
[85]. Therefore, in this paper, designs are demonstrated computationally using two-dimensional

numerical solutions of the Laplace equation [86]. A Monte Carlo method is used to demonstrate the



influence of diffusion, which is reported using the dimensionless Peclet number [77]. Novel methods to
split flows are then shown, including the use of manifolds as support structures in wide, shallow
separation columns. Expansions are considered for comparatively small Peclet numbers—corresponding
to a large amount of diffusion—showing that three-interface systems can result in a linearly varying,

cumulative amount of diffusion across a channel.

2. Theory

For a single faceted interface, “permeability”, having dimensions of area, represents the cross-
sectional area of the channel at each side of the interface. However, it is the specific permeability, og,—
having dimemsions of length—that is chosen on each side of an interface using the faceted technique
[77]. For a system of channels limited to two distinct etch depths, the specific permeability is chosen to
have either of two values. To analyze steady fluid conduction past an abrupt change in specific
permeability, we consider the conduction channel sketched in Fig. 1, having a uniform specific
permeability o (m?) in Region 1, left of a line of transition, Interface 1, and a uniform specific
permeability oy, in Region 2, right of Interface 1. For a multi-interface system, care must be taken with
this terminology. A two-interface system using a two-level etch has an inlet specific permeability of oy
followed by a prism with specific permeability oy, and an exit Region 3 with a specific permeability of
osp1, as illustrated in Fig. 1(a). Although the specific permeabilities—and thus the depths—of the
entrance and exit are identical, the corresponding cross-sectional areas in Regions 1 and 3 need not be
equal.

Several methods can be employed to modify the specific permeability of a channel. In a quasi-planar
channel, the specific permeability is proportional to the channel depth, which can be changed abruptly
at an interface using a two-level etch. Alternatively, specific permeability can be lowered with respect
to an open channel by blocking part of the channel, for example, by filling the channel with an array of
posts or channel-aligned parallel columns. Additionally, the channel can be filled with a packing or

porous medium or pores can be generated in the substrate. For the channel designs discussed in this



paper, the abrupt change in specific permeability will always occur along a line, with the angle of the
line with respect to the walls being chosen from a range of values. Each method for changing the
specific permeability generates characteristic levels of hydrodynamic dispersion at the interface and
throughout the conduction channel and can be used separately or in combination.

The design rules used to describe flow passing across an abrupt change in specific permeability result
from the theory of ideal electrokinetic flow. Similitude applies under the following conditions [85]:

1. The electric field is steady;

2. fluid properties are uniform;

3. channel boundaries are uniform, insulating, and impermeable;

4.  the electric Debye layer is thin compared to any physical dimension; and

5. fluid velocities on all inlet and outlet boundaries satisfy the Helmholtz-Smoluchowski relation

normally applicable to fluid-solid boundaries.
For these conditions, the velocity u (m s™) of the conduction fluid is everywhere proportional to the
electric field E (V m™) such that
u=uE, (1)
where the coefficient x (m> V' s™) is the mobility of the fluid. The mobility and the fluid conductivity
are assumed to be constant everywhere.

For an insulating substrate containing an electrokinetic flow, the corresponding tangential electric
field is not changed by the interface. Therefore, application of conditions of similitude along with the
conservation of mass results in two equations and two unknowns. These can be solved to obtain the
“compatibility relationship” given by [77]

tang, tané,

O-spl O-sp2

; 2)

where 6, and 6, are the flow angles shown in Fig. 1 (a). Channels designed to satisfy Eq. (2) exhibit
uniform speed on each side of the interface given by

ulosinel = uz()SinHz, (3)



where u = ||u|| and and u;, and Uy, (M s'l) are the velocities before and after Interface 1, respectively.
The widths w; and w, of the conduction channels in Region 1 and Region 2 in Fig. 1 (a) obey the
relation

W W,
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Here, the expansion ratio for Interface 1 is defined as wa/w;. The channel turns the flow velocity at
Interface 1 by an amount equal to 6,—-6.

The motion of material lines through a channel is often of interest. For example, if a volume of
analyte is injected into an electrokinetic flow for purposes of separation, the line formed by the leading
edge of the injected band defines a “material line”, and the degree of distortion of this line as it travels
through a system of conduction channels is of critical importance. The material lines are rotated
exclusively at the interface between regions of distinct specific permeability. This rotation is depicted in
Fig. 1 (b), where the dashed line represents the material line, which is shown at six distinct instances of
time—t,, &, 13, l4, t5 and te—as it propagates through a channel. The material-line angles y; and y, are
formed between the direction of flow and the normal to the material line for Region 1 and Region 2,
respectively. The resulting trigonometric relationships can be arranged to obtain

tany, = (0sp1/0sp2) €05°0) [ tany, + tand) (1 - (og/o51)” (1 - tanytandy))]. (5)

At instant #3, the band bends abruptly at Interface 1, similar to the refraction of light. Indeed, Eq. (2) is
similar in appearance to Snell's law of refraction, except that tangents of the propagation angles are
matched instead of sines. For this reason, we refer to a design element bounded by two interfaces as a
faceted “prism”.

So far, the flow past Interface 1 in Fig. 1 has been considered. The second abrupt change in
permeability, denoted by Interface 2, forms the downstream boundary of Region 2. This labeling
convention is based on the occurrence of both an incidence and exit angle for each interface, denoted by

61 and 0y, for Interface 2. The illustration of Fig. 1 depicts a pair of interfaces. For a three-interface



system, each interface turns the flow, such that the overall turning angle is defined using the turning
angles for each interface:

0, :(92_91)"'(922_021)"'(932_93 )+ (6)

2.1 Two-Interface Systems

A common design goal is a device that produces no net rotation or skew of material lines with respect
to the flow direction. Any single, non-trivial interface having a non-zero incidence angle skews material
lines with respect to the flow. However, if the material line is perpendicular to the flow direction

initially, then y; = 0, and Eq. (5) simplifies to [77]

tanl//2|y/1:0 :( spl sp2JSln291 . (7)
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Equation (7) is symmetric about £,=45°, yielding two cases that eliminate skew of material lines at the
exit of a two-interface system: If the exit angle of the second interface is given by 6, =90° — 6, the

resulting channel rotates the flow and expands or contracts the width. The resulting turning angle is

given by

Oy o, tan 6,

(o} (o)
6, = %—2(91 + tan_l[ *2 tan ts?lj—tan‘1 [iz 1 J : (8)
The expansion ratio of a device having back-to-back interfaces is equal to the quotient of the width

ratios at the larger and smaller incidence angles. The corresponding width ratio for a skew-compensated

two-interface pair is given by the expression
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The width ratio has a maximum value of oy,1/05p2. For the condition 6» = 6, the turning angle, 6, is
zero for all incidence angles, and the width is identical for the entrance and exit of the channel. The

resulting channel designs are flow displacers that do not rotate or expand the flow.

2.2 Three-Interface Systems

As here envisioned, on-chip separation channels would likely use a deep section for sample injection,
and a wide, shallow separation column. A single interface can expand a flow and change the channel
depth from but cannot compensate skew. A two-interface system has identical specific permeabilities at
the inlet and exit; therefore, a two-level etch will result in identical depths for both inlet and outlet
sections. A system with two specific permeabilities requires at least three interfaces to compensate skew
and provide different depths. The third interface adds one degree of freedom to the skew-compensation
problem: given one interface, the two other interfaces can be adjusted in concert over a range of angles
to compensate or control skew. This additional degree of freedom is useful, for example, to produce
skew-controlled designs that produce a prescribed flow turning angle or the maximum expansion factor.

A faceted interface system that expands a narrow, deep channel into a wide, shallow channel is useful
for open-channel electrochromatography. A three-interface system to perform this expansion will use
large incidence angles for the first and third interfaces to expand the channel and the smallest possible
incidence angle for the second interface to compensate skew while contracting the channel minimally.
The largest allowable incidence angle (|@imax] < 90°) depends on design constraints and fabrication
limits. Assuming the allowable angle does not depend on channel width, an optimal three-interface
system will set the first and third interface angles, respectively, to +0imax and -Oimax. The sign of the
angle describes the relative orientation of the interfaces. This opposing orientation is chosen because it
partly compensates skew.

Setting the incidence angles in this fashion removes the extra degree of freedom in the system,
constraining the angle of the second interface to isolated solutions of a transcendental equation. Figure 2

contains plots at various specific-permeability ratios of the minimum skew-compensating incidence
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angle of the second interface obtained by solving this transcendental equation as a function of the
magnitude of the first and third incidence angles. The expanded plot in Fig. 2 (b) shows the solutions in
the practically important range of angles 80-90°. The maximum expansion of the three-interface system
occurs when the angle of the internal interface is zero, producing no contraction of the channel. The
solutions for this angle approach zero as the magnitude of the first and third incidence angle approaches
90°. However, the peak value of the internal angle also occurs near 90°, particularly at large specific-
permeability ratios. Practical systems may not benefit from this dip in the internal angle because of the
extreme incidence angles required.

Figure 3 (a) shows the resulting expansion ratio of the skew-compensating, three-interface system. As
the magnitudes of the first and third incidence angles approach 90°, the expansion ratio approaches the
theoretical maximum, (crspl/aspz)z. The expansion ratio drops precipitously away from 90°, such that
much lower ratios are likely to be realized in practice. Figure 3 (b) shows the ratio of the expansion
factor of the three-interface system to that of the first (or third) interface. In the evident plateau region
(at a ratio around 1.7) for larger permeability ratios (~10 and above), the contraction across the second
interface largely overcomes the additional expansion from the third (or first) interface, such that the
overall expansion is less than a factor of two higher than that of a single-interface expansion.

Figure 4 shows the turning angle of the skew-compensating, three-interface system. The first and third
angles are arranged oppositely so their turning angles cancel each other. Flow turning is therefore
dominated by the second interface. Plots such as those shown in Figs. (2)-(4) illustrate that, although an
iterative solution to simultaneous equations for each interface is necessary for three-interface systems, it
is still straightforward to obtain a domain of design parameters that is easy to compute and visualize.
Some examples of three-interface designs will now be demonstrated using numerical solutions of the

Laplace equation with a Monte Carlo treatment of diffusion.
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3. Results and discussion
3.1 Three-Interface Expanders

Figure 5 show numerical simulations of flow in a three-interface, skew-compensated system. The
permeability ratio is 10, and the maximum incidence angle is 85°. The expansion factor for the
compensated system is 14.32, which is approximately 1.9 times larger than that for the single-interface
expansion factor. The incidence angle of the second interface (6,;) is 22.82°. The substrate is depicted
by the gray background. The black arrows along the top edge of the channel in Fig. 5 (a) show the flow
direction in each faceted prism. Since the interfaces were designed to satisfy the compatibility
condition, the velocity in each prism is uniform. Therefore, the numerical solution results in a uniform
color for each faceted prism, with the relative speed given by the color table in the upper left corner of
the image. Because the velocity is uniform in each section, the resulting streaklines are straight and
parallel—except at an interface, where they are turned abruptly. Recent experimental visualization of
particle paths in faceted prisms has confirmed this behavior [87]. A band is injected into the channel at
time ¢, in Fig 5 (b) with no skew with respect to the flow direction. When the band is traveling in two
faceted prisms, as shown at instances t,, #3, #4, and ¢s, it bends abruptly at an interface, but it remains
straight within the prisms. The band is rotated when traveling through the second and third prisms, but
the skew is removed completely as the band enters the fourth channel section. For a 100-um entrance,
the optical path across the channel between an incident laser beam and a photodetector as shown will be
1.43 mm. The band broadening shown in Fig. 5 (b) was computed assuming a Peclet number at the
channel inlet of 402. Because the velocity in each faceted prism is uniform, the Peclet number is
uniform in each region and is proportional to the local velocity. For example, the Peclet number in
Region 3 is 163.

If we instead hold the incidence angle of the second interface to a value of 0°, an uncompensated,
three-interface system results. That is, bands that enter the channel perpendicular to the flow direction
will pass through the exit section with a finite rotation angle. In this case, the uncompensated system

will have the same maximum incidence angle, resulting in an expansion factor of ~ 57.08 (the square of

13



the single-interface expansion factor). The skew of the uncompensated three-interface system produces
a net broadening increase because of transverse diffusion. The material-line tilt angle along the
expanded channel is w=40.18°. The material line is longer by a factor of 1/cos w =1.31 than an un-
skewed line. The stretching of the line also sharpens gradients normal to the material line by a
corresponding amount so diffusion produces 1/cos® w =1.71x more transport normal to the skewed
material line than an un-skewed line. This degradation in performance may be offset by other factors or
design considerations that favor an uncompensated or partly compensated three-interface system.

An example of a three-interface system without skew compensation is shown in Fig. 6. For a system
with a maximum incidence angle of 85°, the large degree of expansion results in a computational grid
that is extremely large. Consequently, the memory of the personal computer was not sufficient to solve
for the channel flow field with a reasonable grid resolution. Therefore, a similar channel expander was
designed using an incidence angle for the first interface that was reduced to 81.17°. Here, the expansion
ratio is 30, and the material-line angle of the band in the final channel section is 55.44°. The rotated
band increases the amount of transverse diffusion, but for optical absorption measurements, the rotation
results in a longer absorption path. For a maximum incidence angle of 85° for interface 1, and assuming
an inlet channel width of 100 um, the optical absorption path length will be 7.48 mm. Therefore, an
uncompensated three-interface system with an identical incidence angle as that for a skew-compensated
three-interface system will increase the absorption path length significantly. For a maximum incidence
angle of 85°, the path length for absorption of light is increased by a factor of 5.22. This does not mean
that the amount of light absorbed will be increased by the same factor—the sample concentration is
unchanged in an ideal electrokinetic flow, and the analyte band is stretched to a wide, shallow plug,
such that signal increase could result primarily from matching band shape to the laser profile. Moreover,
for such extreme channel widths, light divergence upon exiting a waveguide might decrease signal
levels appreciably.

For extreme channel widths, sagging of the channel cover might occur. As a result, the channel depth

could vary in an undesirable way. Placing medians as shown in Fig. 7 would provide support for the
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chip cover. Here, the simulation was obtained using the same angles and specific-permeability ratio for
those in Fig. 6. However, the wide, shallow section has been constructed with medians oriented parallel
to the flow direction. If we assume that the inlet-channel width is 100 pm, then the expanded region will
be 3-mm wide. The medians shown are then each 6.67-um wide, such that the total width occupied is
53.3 um (representing 1.8 percent of the channel width). For this example, the injected analyte band
travels through the expanded region with negligible distortion caused by the presence of medians. This
result is possible because the streaklines are parallel and straight—otherwise, dispersion would be
introduced. The simulation of Fig. 7 also demonstrates that it is possible to contract the channel width
back to its entrance value by placing faceted prisms symmetrically, as shown. Hence, point detection in
a narrow exit—using laser-induced fluorescence, for example—is possible. Moreover, both line-of-sight
optical absorption and laser-induced fluorescence can be combined for the channel of Fig. 7. This
symmetric arrangement is always skew compensating, so the resulting six-interface system produces no
net skew. For the simulation shown in Fig. 7, the length of the expanded section has been reduced to
minimize the memory resources needed to perform the computation. In practice, the length of this

section would be longer than that shown.

3.1 Flow Splitters, Manifolds, and Medians

Once a channel has been designed using faceted prisms, the resulting design can be copied and pasted
in series or parallel to construct additional channel designs. For example, a flow displacer is drawn in
Fig. 8 (a). The drawing of Fig. 8 (b) is constructed by placing a mirrored copy (flipped about a
horizontal axis) side-by-side with the original. The line dividing the two objects separates sections of
identical specific permeability, and the dividing line is parallel to the flow direction for each of the
neighboring channel entrance sections. Because the flow is a potential flow, this wall can be treated as a
streamline. As a result, the line dividing the upper and lower entrance sections of Fig. 8 (b) can be
removed [58], yielding the flow splitter shown in Fig. 8 (c). The original channel design of Fig. 8 (a)

features identical entrance and exit widths, resulting in two exit channels with half the entrance width in
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Fig. 8 (c). A band that is injected into the channel with a material-line angle of zero is shown in the
figure at time ¢;. The band passes through the channel as shown at instances #,, #3, t4, and 5. As it flows
in the direction indicated by the arrows, the band is divided in two by the splitter, and it exits with no
material-line skew as it experiences diffusion broadening (for a Peclet number at the inlet of 46). It is
also possible to design flow splitters with exit sections that are wider than the inlet by placing mirrored
copies of a two-interface expander next to each other in an analogous manner to that shown in Fig. 8.

Electrokinetic flows can be divided into large numbers of channels using the faceted design method.
The three-way splitter shown in Fig. 9 was constructed by placing three channels side-by-side, with the
middle channel constructed using two zero-incidence-angle interfaces. The top channel was constructed
using an incidence angle for Interface 1 of 5° while the corresponding incidence angle for the bottom
channel is -5°. Channels can also be combined in series to produce intricate designs. For example, the
channel of Fig. 10 was constructed by initially creating a five-way flow splitter from five channels
placed in parallel. These channels, from the top to the bottom of the figure, have incidence angles for
the first interface of 10°, 5°, 0°, -5°, and —10°. This five-way splitter is then copied, and the copy is
flipped symmetrically about a vertical line and connected to the original splitter. The resulting channel
splits the inlet flow into five channels, which then combine the flow back to a single exit channel,
producing four dividing medians. These medians produce the minimum amount of dispersion for the
injected band. Therefore, they are ideal for providing structural support for wide channels, and they can
be placed within the wide section of a designed expander such as that shown in Fig. 5. The width of the
medians can be increased by using larger incidence-angle increments for each of the five channels, and
it is possible to construct a larger number of medians using the technique. When incorporated into a
wide separation column, the resulting parallel channels will have reduced aspect ratios, potentially
limiting the impact of transverse diffusion [18].

Two possible separation-column designs are shown in Fig. 11. The column of Fig. 11 (a) is similar to
that shown in Fig. 5. An injection cross has been attached at the inlet, and the channel width is reduced

at the exit and connected to a waste port. The same channel design is shown in Fig. 11 (b), except that
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the length of the central region has been increased, and the designed median structure of Fig. 10 has
been pasted into the wide, central section. The length of the medians has been increased to fill the length
of the central channel.

Designs can have unintended consequences, as demonstrated in Fig. 12. Here, the simulation for the
three-interface, skew-compensated expander of Fig. 5 has been repeated by decreasing the Peclet
number by a factor of 10 (such that the inlet Peclet number is 39). This condition can be accomplished
in practice by using a larger diffusivity or a smaller inlet velocity. As shown, this design results in a
larger amount of diffusion broadening at the upper end of the channel, attributable to the longer path the
top portion of the analyte band must travel in the third faceted prism before reaching the exit section.
Therefore, line-of-sight, optical absorption measurements will yield signals that are spatially averaged
from continuously varying analyte widths across the channel. For point detection at the channel exit,
symmetric placement of prisms at the exit to contract the channel (back to the same width as the
entrance section) will reduce this distance discrepancy. The relative effect can be minimized by
lengthening the faceted prisms, such that the length discrepancy is reduced as a fraction of the total
length of travel. Alternatively, additional interfaces can be employed to reduce the discrepancy in flow

paths.

4. Summary, conclusions and recommendations

The results demonstrate the utility of faceted, multiple-interface systems. Multiple-interface designs
can be obtained from iterative solution of simple, trigonometric equations. Skew-compensated designs
can be constructed, resulting in wide channels in which bands travel with minimum dispersion.
Alternatively, designs can produce band rotation purposely, thereby increasing the amount of channel
expansion. The exit width of separation columns can be reduced to equal the inlet-channel width,
allowing additional point detection at the exit port. Moreover, the designs are uncoupled completely: the
interfaces are immune to the details of what passes before or after, as long as their compatibility

conditions are satisfied locally. Therefore, the length of separation channels can be increased to fill the
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available length on a chip substrate without changing the velocity distribution. Once an object has been
constructed, the base object can be used in combination with identical copies or with other objects to
produce flow splitters, manifolds, and medians. The length of the resulting objects can be increased, and
the lengthened objects can then be pasted into the wide region of a separation channel to provide
structural support and reduce the importance of transverse diffusion.

The uncertainty that results from practical considerations requires further study—both by modeling
and by experimental tests. There are numerous manufacturing methods to produce abrupt variation in
specific permeability, each contributing to hydrodynamic dispersion in a unique way. For example, if a
simple, two-level etch is employed, dispersion will be introduced in the out-of-plane direction. This
dispersion is minimized for comparatively shallow and wide channels. Such designs are highly
amenable to common planar manufacturing techniques. Nevertheless, the physical limits of
manufacturing will restrict the range of interface angles that can be implemented. Hence, the maximum
expansion across a single interface is approached as the incident angle approaches the physically
unrealizable value of 90°. The maximum achievable incidence angle will be determined by
manufacturing methods. For example, the intersection of large-angle interfaces with channel walls will
be eroded during wet-etching processes [88]. The degree of this erosion will be minimized for shallow-
channel designs. Other manufacturing techniques do not suffer from the curved walls characteristic of
wet etching, such as deep-reactive ion etching [83, 89], but the height-to-tilt ratio [83] will impact
channel performance still. Surface roughness can also increase dispersion [90], an impact that is
particularly important for extreme surface-to-volume ratios. Further study is necessary to evaluate the
impact that such manufacturing issues have on the final system performance. It is also possible to
increase the amount of expansion using smaller incidence angles and additional interfaces. For the wide,
shallow channels considered, this approach requires use of five or seven interfaces. Because each
interface will introduce dispersion, a practical upper bound on the number of interfaces will exist

depending on the method used to vary the specific permeability of channel sections.
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A number of methods can be used to select specific permeability, each resulting in different levels of
dispersion [77]. For example, specific permeability could be chosen by alternating regions of open
channel with regions filled with a porous packing material [28, 91-96]. Here, issues such as uniformity
will require testing on faceted-interface performance. Moreover, local variations in zeta potential could
depend on choice of packing materials [97], resulting in induced pressure gradients and band
broadening [98, 99]. Choice of substrate material will also impact the performance of faceted interfaces.
While separation channels designed using faceted interfaces should be ideal for construction from
polymers [89, 100, 101]—therefore, enabling inexpensive, mass production—variations in surface
properties [102, 103] could increase dispersion. Issues such as adsorption could also degrade

performance of systems constructed to have a large surface-to-volume ratio [7, 104].
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FIGURE CAPTIONS

Figure 1. Multi-interface channel diagram used to define nomenclature. (a) The channel widths, w;, are
defined by the length across the channel perpendicular to the direction of flow. The specific
permeability is given by either o, (m?) or Gsp2, for the bipermeability systems considered in this paper.
(b) An injected band is shown for six instances denoted by #. The material-line angles y; are defined as

the angle between the direction of flow and the normal to the material line.

Figure 2. Plot of the incidence angle for the second interface, 6, of a three-interface, skew-
compensated system versus the incidence angle for the first and third interfaces. Each curve corresponds
to a distinct permeability ratio: (a) Full range of angles, and (b) close-up of large incidence angles for

interfaces 1 and 3.

Figure 3. (a) Plot of the expansion ratio for a three-interface, skew compensated system. (b) The

expansion ratio is divided by the value produced by the first or third interface.

Figure 4. Plot of the overall flow turning angle for a skew-compensated, three-interface system.

Figures 2-4 demonstrate the simple design curves used for the channels modeled in this paper.

Figure 5. Numerical simulation of flow in a three-interface, skew-compensated expander for a specific
permeability ratio os,1/0sp2 0f 10. (a) The direction of flow is indicated by the black arrows along the
upper wall of the channel. The relative speed is indicated by the color table in the upper left corner of
the figure. The incidence angles #,, 6, and 65; have values of 85°, 22.82°, and —85°, respectively,
resulting in overall expansion and turning-angle values of 14.32 and 53.8094°, respectively. (b) Solution
for the identical channel showing the location of an injected analyte band at times #. The expanded
length of the channel in the direction parallel to the material line is ideal for line-of-sight optical
absorption measurements, as indicated by the position of the laser and photodetector. The unetched

substrate is indictated by the gray region.
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Figure 6. Numerical simulation of flow in a three-interface expander for which the incidence angles
angles 0, 6»1, and 65, have values of 81.1689°, 0°, and -81.1689°, respectively. The permeability ratio is
10. The material line angle in the expanded exit section is y=55.44°. The overall expansion ratio is 30,

and the overall turning angle is 0°. The Peclet number at the inlet is ~200.

Figure 7. Simulation of a three-interface expander for interface angles identical to those for the
simulation of Fig. 6, demonstrating the placement of eight rectangular medians in the expanded section
parallel to the direction of flow. The three sequential faceted prisms at the inlet have been pasted
symmetrically at the opposite side of the expanded region to shrink the channel width back to that of the

channel inlet, demonstrating the possibility of point detection at the exit.

Figure 8. Tllustration of the process used to construct a two-way flow splitter using faceted prisms. (a)
A two-interface displacer is placed next to its mirror copy with the entrance sections aligned as shown

in (b). The line dividing the two entrance sections in (b) is removed, resulting in the splitter simulated in

(c).

Figure 9. Demonstration of a faceted, three-way flow splitter constructed using a process similar to that

shown in the illustration of Fig. §.

Figure 10. Demonstration of electrokinetic flow behavior for four engineered medians with a specific-
permeability ratio of 10. Here, a five-way splitter is constructed in a fashion identical to the three-way
splitter of Fig. 10. The resulting five-way splitter is then mirrored along a vertical line, and pasted in
series to recombine the five channels. The four lengths of unetched substrate dividing the channels can
be used as medians for structural support. Median width can be increased by using larger incidence-
angle displacers, or by increasing the length of sections in which the specific permeability is denoted by
Osp2. Median length can be increased by increasing the length of the central section with specific
permeability ogp1. Similar median structures can be designed for inlet an exit sections with specific

permeability Ggp).
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Figure 11. Tllustration demonstrating the layout of separation columns based on the three-interface,
skew-compensated system of Fig. 5. An injection cross with three solution ports has been connected at
the channel inlet, and a waste port has been connected at the channel exit. The upper channel (a) has an
open expanded shallow region, while the lower channel (b) had been extended and medians—

constructed using a five-way flow splitter (Fig. 11)—have been pasted within the channel.

Figure 12. Simulation of the three-interface, skew-compensated expander of Fig. 5 for a Peclet number
that has been decreased by an order of magnitude. The degree of band broadening owing to diffusion is

observed to be larger on the top of the channel.
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Figure 5 (Fiechtner and Cummings)
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Figure 6 (Fiechtner and Cummings)
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